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7700 

      
MODEL 7700 

MONGOOSE® LT WIRELESS VOLLEYBALL SYSTEM 
RECOMMENDED APPLICATION 

Top quality light weight unit for recreational use outdoors on grass or sand. 

UPRIGHTS 

System shall be constructed of lightweight high strength telescopic aluminum poles. Poles shall be 
anodized to protect from UV and outdoor elements. Poles shall be easily adjusted for Men’s, 
Women’s, and Junior heights.  

NET TENSIONING 

The net tension shall be obtained by tightening the top net rope between the upright poles.  The flex 
in the upright poles maintains tension on the net rope shall eliminate the need for guy wires and 
ropes. 

NET 

Free floating net along 1/4” diameter nylon rope allows for quick and easy centering of net about 
the court lines. Bungee cords with plastic coated steel clips are used to secure net in place. Net shall 
be 32’ length and 39” width. Net perimeter shall have a 1 ½” wide vinyl coated polyester hem that 
is double stitched.  Net meets or exceeds all requirements for most levels of competition. 

POST PADS 

Post safety pads shall be one single piece constructed with 1 1/2” thick cross-linked polyethylene 
closed cell foam covered with 14-ounce nylon reinforced vinyl.  Pads shall fit over the large 
telescopic post and fit securely over base plate to completely enclose any exposed metal anchoring 
components. 

SYSTEM COMPONENTS 

Two high-strength anodized aluminum posts 
Two steel ground plates 
Two sand wedge adapters for use on the beach or in sand 
Two protective post pads 
One premium regulation size net 
One court boundary marker 
One nylon carrying bag 
Volleyball with pump 
Installation instructions 
 


